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Before You Start 
¶ Check the pack and make sure you have all of the part listed above. If not, contact 

your local store who will be able to help you. 

 
 

 

Specifications: 

Parts Supplied  Fittings Supplied 

Ref Description Illustration Qty Ref Description Illustration Qty 

A 

Video 
Monitor with 

Memory 
  

1 
D 
 

Screw 
  

 

5 
 

B 
Doorbell 
Camera 

 

1 

E 
Connection 

pins 
 

3 

F Power supply 

 

1 

C 
Wall 

mounting 
bracket  

1     

        VIDEO DOOR  ENTRY SYSTEM 
NTI-900 with Image Recorder 
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Video Monitor 
Specifications 

 

Dimensions 250[W] x140[H] x 33[D] mm 

Input Power AC100V~240V (Internal Power Supply) 

Weight 0.75Kg 

Power Consumption Idle mode : 2W   Operating : MAX 18W  

Max. Distance & wiring 

Monitor to Camera  50M :1.0mm2 wire    
100M : 1.5mm2 wire 
Master to Slave 20M: 1.0mm2 

Door Lock to Camera 20M : 1.0 mm2 wire 

Video S/N Ratio 50dB 

Audio S/N Ratio 40dB 

Aspect Material Acryl 

Display 7 inch LCD 

Resolution  1440(H) X 234(V) 

Operating Temperature 0 ~ 40  

Storage Temperature -20 ~ 60  

Memory Min 500 frame memory (still image) 

 

Doorbell Camera Specifications  

Dimensions 90[W] x150[H] x 20 [D] mm 

Weight 0.4Kg 

Input Power DC12V from monitor 

Power Consumption Max 3W 

Aspect Material Aluminium 

Wiring Monitor: 4 core cable;  

Image sensor CCD , colour  

TV system PAL 

Resolution 420 TV Lines 

Video output Composite video signal 1Vp-p at 75ohm terminated 

No. of pixels 270,000.pixels 

Iris Electronic auto iris 

Lighting White LED 

Viewing Angle Diagonal:70ę horizontal:51ę vertical:41ę 

Lens 3.7mm pinhole lens 

Min. Illumination 1Lux 

Door lock 2 terminals with DC power output max 12V 0.5A 

Mounting type Surface mount 

Operating Temperature -1 0ęC ~ 50ęC(14 F ~ 122 F)  

Storage Temperature -20ęC ~ 60ęC 
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Video Monitor 
 

   
 

Video Door Phone 
 
1.  Monitor screen  
2.  Talk on/Talk off (Monitor off)  
3.  Monitor On(Camera 1/Camera 2 Select)  
4.  Door release  (when used with electric door lock kit)  
5.  Intercom 
6.  Menu (For LCD Adjustment)  
7.  Down (For LCD Adjustment)  
8.  Up (For LCD Adjustment) 
9.  Volume control   
10. Microphone  
11. LED Light (Recording Indicator)   
12. Bracket 
 

 
 
Memory  
 
13. SD CARD Slot 
14. Guide Arrows  
15. Enter  
16. Manual Record (ONLY WHEN C1/C2 IS INITIATED) 
17. Menu  
18. Multi File Review  
19. Standby Screen/File Review  
20. Power On/Off  
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Doorbell Camera 
 

 
1. Camera lens 
2. White LEDs for night vision 
3. Speaker 
4. Name Plate 
5. Call Button 
6. Microphone 
 

Safety Instructions        
1.   Do not install near other electronic equipment such as computers, TV, video 

recorder as this may cause radiated interference to the unit. 
2.  Do not disassemble the unit.  
3.  Do not spray water on the indoor unit. Do not keep the outdoor unit where it will be 

exposed to extreme moisture.  
4.  Do not overload mains wall outlets or extension cords.  
5.  Do not drop or shock the unit.  
6. Remove the power cord from the wall socket when unit is not used for long periods 
7. Do not place any naked flames (e.g. lighted candles) on the apparatus. 
8. Do not place objects filled with water (e.g. vases) on the apparatus. 
9. Do not cover the ventilation holes with clothing, paper, curtains etc. 
10. Keep minimum distance 5cm around the apparatus for sufficient ventilation. 
11. This apparatus is designed for moderate climates. Do not use in high humidity, 

dusty or dirty areas. 
12. To disconnect or isolate the unit, switch off at the socket or remove plug from wall 

socket. Please ensure the plug and socket is easily accessible. 
 
Warning 
 
1.  Do not install the outdoor unit where it will be exposed to direct sunlight or any 

strong reflected light. Avoid extremely bright locations for the indoor unit as the 
monitor screen image will be adversely affected. 

2.  The outdoor unit is waterproof but it is recommended that it is NOT installed where 
it is permanently exposed to driving rain and extremes of dust and moisture. 

3.  Do not install near acid oxides, ammonia, or any harmful gas (it might cause 
malfunction). 

4.  Do not install the outdoor unit in a location where the lens filter is likely to get 
scratched or very dusty. 

5.    During installation, make sure that there are no hidden cables or pipes inside the 
wall when drilling holes and use cable clips to hold cable to wall.  

6.  Check cables are connected correctly and camera unit is firmly installed. 
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Installation instructions 
 
A) Cable connection 
 
1. Connect the monitor to the camera according to the wiring diagram. 
2. Carefully insert the wires to the terminal, taking care that the 2 bare wires does not 

touch. 
                                     

 
WIRING DIAGRAM 
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B) Installation height 
 
1. Recommended installation height is approximately 140cm for monitor unit and 

150cm for outdoor camera.  
                                                                                                                                                                                                                                                    

 
 
C) Installation of indoor monitor 
          

 
 

1. Fix the wall mounting bracket in the best place by using 3 screws and plugs.  
2. Carefully place the indoor monitor against the bracket and gently push up the 

monitor so that the pins on the bracket engage in the slots on the rear of the 
monitor. 

3. Secure the assembly with the 2 screws. 
                  

D) Installation of outdoor camera 
 
Add the name to the nameplate 
 
1)  Remove the cover of the name plate by pressing the left hand side of the block. 

(Fig. A & B) 
2)  The name plate is now accessible (Fig. C) 
3)  Mark your name on the plate (Fig. C) 
4)  Place the button block back to the panel (Fig. D) 
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Mounting the camera 
 

1)  Remove the front cover (Fig. E & F) 
2)  Mount the outdoor unit on the wall by using 2 mounting screws and wall plugs.  

̂Adjust the camera angle if necessary.̃(Fig. G & H) 

3)  Replace the front cover and secure it by replacing the 2 screws at the bottom of the 
camera. (Fig. I&J) 
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Performance Settings 
 
You can adjust the brightness, contrast and colour of the monitor when it is ON by 
pressing the Performance menu button at the side of the monitor. 
 
Press the menu button then the brightness, contract and colour indication will appear. 
To select the indication by pressing the Up and Down buttons, then press the menu 
button to confirm the selection and then press the Up and Down buttons to adjust. 
Finally, press the menu button to confirm the setting. 
 
 
 
 
 


